
Stef 70
Data SheetFloor recessed spotlight

- Lamp info: Cree XP-G , 3000k, 3x1W/ 24DC
                                               3x2W/24DC
- Fixture:  130-140lm /  watt
- Optics:   22 , 40  
- Driver not included 
- IP rating: IP 67
- Accessories: Mounting box, Honeycomb filter 

1 . K E Y  F E AT U R E S 2 . S P E C I F I C ATIO N S

3 . ACC E S S O R I E S

Stef 70 is a floor walk-over recessed uplight luminaire, ideal for outdoor applications. 
Constructed from a brass body and an inox 316 bezel ,with a heat sink assembly and an 8mm clear toughened glass.
It is designed with a deep recessed led position and utilizes the latest LED technology with new high efficiency optics which
guarantees excellent beam spread, shape and less glare. 
The O-rings ensure a high watertight seal ideal for external applications .
IP67 rating as standard makes Stef 70 suitable for both residential and public-buildings applications, to create interesting effects to walls and columns. 
 
 

Mounting box

IP 67

- Recessed outdoor spotlight 
- Body in brass & inox316 bezel
- Heat sink assembly
- Deep recessed led position 
- 8mm clear safety glass
- Standard in stainless steel 316
        01 white | ral 9010 , 
        02 black | ral 9005
  ( or any other ral of your choice )
- Supplied with silicon O-rings for maximum 
  protection
- With neoprene cable 0,50cm / 2 x 0,75mm
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Honeycomb filter Φ35
Note:
The filter must be ordered 
together with the lighting fixture.


